
UNDER-SINK WATER FILTER

AP200

Dirt/Rust

Taste/Odor

Compact system design.

High flow rate to 2 gpm.

Pressure tested, high-impact plastic design.

Multi-stage filtration process.

Specially formulated high-adsorption      		 	
activated carbon.

High surface area, premium performance 	 	
Graded Density pre-filter.

Manufactured from FDA CFR-12 
compliant materials.

System tested and certified by 
NSF Internationa

10 Year Limited Warranty.

Space saving unit easily installs under sink or in 		 	
confined spaces.
	 	 	 	 	 	 	 	
Full, unrestricted flow to all standard kitchen faucets.

Protection against pressure surges and water hammer.

Clear, clean water with high efficiency sediment and 	 	
taste/odor removal in one system.

Effective filtration of unwanted tastes, odors 
and chlorine.

For longer life and high dirt/rust removal efficiency.

Conforms to public health requirements for water 	 	
purification.

Suitable for drinking and cooking water and all 	 	 	
food applications.

Verification of system design and performance by 	 	
recognized third party certifier.

Guaranteed system design and long-term factory 	 	
support and service.

AP200

Made from FDA*
CFR-21 Compliant

Materials
*Food and Drug

Administration of USA

Model(s) AP200/AP217 Tested and Certified By
NSF International Against ANSI/NSF Std. 42 for 
Taste, Odor, and Chlorine Reduction (Class II).
Certification includes Material Safety, Audits, and
periodic Re-Evaluations.

�Space-saving
	  compact design

�Premium 
	  performance dual 
	  action AP217 
	  cartridge

•  3/8" NPT

•  2 GPM

•  cold water




